
· No audio compression
· 2.4GHz Point-to-Point Wireless - up to 40 meter range 
· Digital Audio: SPDIF output (coaxial)
· True CD sound quality: 16 Bit/48kHz resolution

· 24Bit/192kHz DAC
· 3 RF channels allow multiple receivers and transmitters
· Detachable USB cable for transmitter allows option for extension
· Selected close tolerance components for low noise and distortion

® WIRELESS USB DAC 1
User Guide

CONTENTS
1 x DAC 1 USB Transmitter
1 x USB mini to USB cable
1 x DAC 1 Receiver/D-to-A Converter
1 x Power Supply: Universal switching Adaptor 
with global plugs
1 x Stereo Audio Cables
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INSTALLATION OF WIRELESS USB DAC 1

For DIGITAL AUDIO Connect to 
AV Receiver with Digital Input 
such as NAD AV Receivers,  
e.g. T748, T757, T787 etc.

Set channel of DAC 1 
Receiver to correspond 
to the DAC 1 Transmitter 
setting.

Transmitter and Receiver LED
LED Blue = Locked
LED Red  = Searching

2.4GHz 
Wireless

DAC 1 Transmitter Side Panel

PC or MAC with compatible USB

mini USB to USB
Set channel of DAC 1 Transmitter to correspond with DAC 1 Receiver setting. 

NOT TO SCALE

Universal Switching Adaptor

Interchangeable Plugs

North American Plug European Plug UK Plug Australian Plug

DAC 1 Receiver Rear Panel

Stereo Amplifier


